
Computational Investigation of Superalloy 
Persistent Slip Bands Formation 

Jianfeng Huang1, Zhonglai Wang1,2, Yuanxin Luo3, Yun Li4, Erfu Yang5, Yi Chen1 
1School of Engineering and Built Environment, Glasgow Caledonian University, Glasgow G4 0BA, U.K. 
2 School of Mechatronics Engineering, University of Electronic Science and Technology of China, China 

3 College of Mechanical Engineering, Chongqing University, China 
4 School of Engineering, University of Glasgow, Glasgow G12 8LT, U.K 

5 Space Mechatronic Systems Technology Laboratory (SMeSTech), Department of Design, Manufacture and Engineering 
Management, James Weir Building, University of Strathclyde, Glasgow G1 1XJ, U.K. 

 
Abstract— Persistent slip bands (PSB) is the important and 
typical microstructure generated during fatigue crack 
initiation. Intensive works have been done to investigate the 
mechanisms of the formation of persistent slip bands in the 
past decade. In this paper, a molecular dynamics (MD) 
simulation associated with embedded atom model (EAM) is 
applied on the PSBs formation in nickel-base superalloys 
with different microstructure and temperature under tensile-
tensile loadings. Simulation results show that PSBs formed 
within the   phase by massive dislocations pile-up and 
propagation which can penetrate the grain. Also, the 
temperature will affect the material fatigue performance and 
blur PSBs appearance. The simulation results are in strong 
agreement with the experimental test results published 
before.  
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I.  INTRODUCTION  
Fatigue crack is a kind of mechanical fault which 

crashed suddenly but without evidence in advance. Since 
this characteristic of fatigue, it has been the major fault of 
the industrial product or building structure. The first report 
of fatigue behavior was in 1837 related to miner chain 
fracture caused by fatigue. Literally, fatigue is a kind of 
phenomena of crack propagation in the metal caused by the 
cyclic load for a long period of time. Fatigue is the most 
important factor of metal failure because it’s unpredictable 
under working environment. There were many disasters in 
history caused by the fatigue failure of some working part. 
For example, the twice Comet airliner disasters occurred in 
1954 lead to 56 people  dead on board  due to fatigue failure 
[1]. These crashes were caused by a small crack generated 
by metal fatigue near the radio direction, situated in the 
front of the cabin roof. 

Because of the serious effect of fatigue on the safety, 
numerous researches have been done since the middle of 
19th century. Many theories about metal fatigue have been 
formalized and new ideas about fatigue life prediction have 
been published, most important, many advanced 
instruments have been invented to measure and examine 
fatigue crack. 

As extensive research of fatigue phenomena have been 
done, it is known that the general scheme of fatigue damage 
evolution in crystalline materials include three main phases 
- crack initiation period, crack propagation period, and 

finally, the fracture. In many cases, the first phase of fatigue 
can be the longest period which is nearly 90% of fatigue 
life [2]. Research indicated that the main reason of fatigue 
crack initiation is persistent slip band in the material surface. 
Experiment evidence shows that small markers emerge on 
the specimen surface which is smooth at first after a cyclic 
load on the specimen for a period time. With the cyclic load 
increasing, the density of these markers increases 
accordingly. And also, these slip marker will occur again at 
the same area if the specimen continue under the fatigue 
test after surface polished. This kind of markers are so 
called the persistent slip band. 

Considering the importance of persistent slip bands 
during the fatigue crack initiation, intensive works have 
been done to investigate the persistent slip bands formation 
and evolution. The common knowledge is PSB form after 
the initial hardening ceases with the dislocation matrix 
formed. PSBs do not emerge right during the first loading 
cycle till the matrix is formed. For example, in copper 
single crystals the PSBs begin to appear when the material 
hardening stops and the cyclic stress–strain response 
saturation reaches [3]. And also PSBs form related to the 
disparate strain ratio distributing in PSBs and matrix. And 
the shear plastic strain relationship [4] is: 

                          (1) 

Where  is the material shear plastic strain and ,  
represent the shear plastic strain of matrix and PSBs, f is 
the volume fraction of PSBs. PSBs are likely form at the 
range of plastic strain amplitudes of 

 on individual cycled nickel polycrystalline grains 
having considerable different axial orientations [5]. 

The persistent slip bands are consist of extrusion and 
intrusion with ladder-like dislocation wall perpendicular to 
the primary slip direction. Figure 1 illustrates the typical 
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Figure 1. Unit Persistent Slip Band diagram 



unit PSB along the  direction on plane . The 
thickness of the slab normally 1~2 . The dislocation 
walls consist majority of edge dislocation dipole and the 
distance between the dislocation walls is regularly about 
1.3  [6]. 

When cyclic loads applied on the material, dislocations 
motivation display complex dynamics behaviors. Among 
the dislocation movement, some dislocations exhibit the 
movability while others are the inhabitant, the first ones 
called activator and the later called inhibitor. To evaluate 
the dislocation, a spatial and temporal based dislocation 
density function  provided by [7] [8]. The dislocation 
density function has two parts, one to describe the activator 
dislocations density which is the domination. The other part 
is to describe the inhibitor dislocation density which is a 
minor partition. The two functions are given below: 

        (2) 

                    (3) 

In the partial differential function, the D is the diffusion 
coefficient of both mobile and immobile dislocation. It is 
considered that the gradient of dislocation density of time 
is contributed by 1) the diffusion of dislocation, mobile and 
immobile separately 2) the transformation of immobile 
dislocations to mobile dislocation, and 3) the 
transformation of mobile dislocations to immobile 
dislocations. 4) Especially, in the function of immobile 
dislocation, additional a function of the generation of 
immobile dislocation by the applied shear stress considered. 

Our purpose in this paper is to provide an atomic model 
to investigate the unit PSB formation mechanism. We will 
build up the atomic model at section III and introduce our 
simulation method in section IV. And finally we will 
analyze the simulation results and give the conclusion. 

II. METHODOLOGY 
Molecular dynamics is widely applied in chemical, 

material and biological science because of its special 
simulation ability on the study of the physical problem in 
atomic scale by solving a serial of ordinary differential 
functions, such as classical mechanics motion equations 
with Newton second law or the classical Hamilton function. 
Although MD is less precise than other simulation methods 
based on quantum theory such as density functional theory 
(DFT), it is popular and well developed since the good 
performance, and also the precise can be improved by 
adopting the potential calculated by DFT. The fundamental 
of MD is to study the macro physical properties by 
analyzing the discrete particles’ trajectory which is 
calculated by solving these differential equations. 
Obviously, the molecular dynamics models consist of 
discrete particles, and besides, include their interactions 
potential which take action in a given ensemble with 
defined boundary conditions. It is known from the 
Newton’s second law of motion that . And also 
the force can be derived from the gradient of potential 
function with respect to atomic displacements. 

                                 (4) 

Normally, the  can be simply represented with a 
sum of pairwise interactions in which the famous one is 
Lennard-Jones (LJ) potential. 

                    (5) 

While in metal crystal system, the better representation 
of the energy is the following embedded atom method 
model potential which is a many-body interaction between 
atoms. 

          (6) 

In this EAM potential equation, the first term is the sum 
of all pair interactions between atoms similar with LJ 
potential, is a pair-interaction potential between 
atoms  and  in which have different chemical sort  
and .at positions  and  The second term is 
the sum of embedding energy of all atoms in the system. 
Function  denotes the energy of atom , which depends 
upon the host electron density  at site  induced by all 
other atoms of the system. Based on this method, in 2009 
[9] G.P. Purja Pun and Y. Mishin published a developed 
Ni-Al system EAM potential which demonstrates a fairly 
good agreement with experimental and ab initio results for 
the formation energies of several other compounds of the 
Ni-Al system. 

With the advantage of molecular dynamics simulation, 
many works have been deployed to research the nature of 
the material in the atomics level. And many post analysis 
methodologies have been applied for case study. For 
example, M.H. Musazadeh and K. Dehghan [10] studied 
the crack propagation behavior in nanocrystalline Ni which 
contains different shapes and types of second phases with 
Pd Cu A and Ag. Their MD simulation found that the short 
cylindrical shape exhibited a minority effect compared to 
the long cylinder impurity by analyzing the crack growth 
rate and strain energy release rate. In 2D plane case, the 
strain energy release rate G is defined by: 

                                       (7) 
Where  is Young’s modulus and  is Poisson’s ratio, 

 is the width of simulation box,  is the applied strain. 
Similar, in 2012, Paul White researched the fatigue crack 
growth in aluminum with the MD methods associated with 
isotropic linear elastic fracture mechanics (LEFMs). In this 
simulation, a cylinder atomic model with pre-notched crack 
containing nearly 3 million atoms simulated with three 
different potential (MFMP99 [14], LEA04 [15], SKCFC11 
[16]) potential) under a fatigue load which ratio was R=0. 
The significant difference between those potentials was the 
measured stable fault energy  which affects the extent 
of dissociation of dislocation and unstable stacking fault 
energy  which represents the energy barrier to 
dislocation nucleation. The simulation and energy analysis 
revealed that with lower stacking fault energy (SKCFC11), 
dislocation emission occurred faster than that with others 
potential, and material with lower unstable stacking fault 
energy appeared strong stability thus the formation of 
dislocation became difficult [17]. 

Also, Po-Hsien Sung and Tei-Chen Chen [11] studied 
the crack growth and propagation behavior in single crystal 



Ni by MD method associated with tight-binding potential. 
By analysis the von Mises stress and centrosymmetric 
parameter (CSP) distribution in the nanoribbon single 
crystal Ni, the partial dislocations slips was observed at the 
crack tip in the close-packed (1 1 1) plane till material 
fracture occurring and critical stress in single crystal Ni 
follows the order . Kai Zhou et 
al researched the effect of grain size and shape on 
mechanical properties of nanocrystalline copper with MD 
simulation by compareing the some macro properties of the 
material such as stress and Young’s modulus. [12]. 

Besides the energy release rate analysis, stress - strain 
analysis and CSP analysis, Mao Wen et al [13] developed 
a deformation index (DI) during their research of the 
hydrogen embrittlement phenomena in single crystal Ni 
with EAM potential. The DI  of atom  is defined as: 

 
Where  is the relative position vector of atom  and  

and  is the vector in reference lattice, b is the Burgers 
vector of 1/2[1 1 0]. With the DI analysis, the slip activities 
and dislocations can be traced and located immediately. 
Any lattice imperfections, torsion and structure changes 
can also be displayed clearly.  

III. MODELING 
To compare the effect of lattice orientation, phase and 

temperature on PSBs formation in Nickel alloy, three 
different group cases were studied in this paper. The first 
group includes two test cases, one with  phase pure , 
and another case, which was a benchmark test case, was  
phase associated with  phase of . Both  and  
phase were face-centered cubic (FCC) lattice and the lattice 
constant of  is 3.52  and  was 3.572  [18]. The lattice 
orientation in the simulation box was along direction 

   and in the plane of (1 1 1) which 
was the close package plane and atoms tend to slip. The 
simulation box was about 520  x 200  x 40 . The 
unconstrained misfit [23] between the two regions of  and 

 was 0.015 in the combined phases case. The second 
group included two test cases all with  and  phase but 
the orientation was different, one was same as the test case 
in first group, but another one was along   

 lattice direction. And the test cases in the final 
group was same as the benchmark test case in the first 
group but under a different temperature of 600K and 900K 
separately. Totally, nearly 300 thousand atoms created in 
all these simulation tests in which the grain size was about 
10 nm. This was a very fine grain size expected with high 
fatigue resistance. Periodic boundary condition was set on 
the x y z directions which indicated the repeatable atoms 
topography along the directions. These simulations ran 
with Large-scale Atomic/Molecular Massively Parallel 
Simulator (LAMMPS) which is a kind of parallel 
computation system and visualized by OVITO. During the 
simulation of this homogenous box, at first, minimization 
of the system energy was run at the temperature of 300 K. 
The equilibrium of the system would make the whole 
system be in a stable condition. After that, a deformation 
rate of 0.0005 in y direction was applied in the simulation 
area and uneven velocity range from 0.46 to 0.98 was 

applied on the different simulation groups along the y and 
reverse y direction for 1000 simulation steps separately 
with step time of 0.001 ps, and total simulation time in this 
load turn was 2 ps. The whole process repeated several 
times to apply the cyclic load on test systems.  

 

IV. SIMULATION RESULT 

A. Microstructure effect on PSB formation 
To quantify the occurrence of defects in this simulation, 

the microstructure of the material was analyzed by adaptive 
common neighbor analysis (CNA) and centrosymmetric 
parameters (CSA) [19]. In single  phase with the same 
strain rate and temperature, the dislocations were formed 
along the strain direction and scatter among the material. 
From the centrosymmetric parameter picture, the parameter 
P was greater than 8.3  in an FCC lattice indicated an 
intrinsic stacking fault [20]. The red particles in Fig. 3 a) 
shows the intrinsic stacking fault in pure single crystalline 
nickel generated along the  direction in (1 1 1) plane. 
From Fig. 3 b), CNA analysis in the case indicate the pure 
FCC structure was only 81.2% while HCP was only 0.5%. 
That mean few intrinsic stacking fault in this system during 
deformation. But this dislocation behavior was totally 

different against that occur in  phase test case. When 
investigating the trajectories of particles in  phase as 

 
(a) 

 
(b) 

Figure 3 The CSP and CNA contour plot of  phase pure nickel 
under fatigue load ratio (min load/max load)=0 after 40ps. a) is 
CSP display of  phase pure nickel in which dislocation loop and 
dislocation slip along  direction. b) is CNA display of  
phase pure nickel which shows the FCC structure is 81.2% 

 
Figure 2. The Simulation Model 



Fig. 4 a) displayed, evidently, the  phase was the activity 
basic matrix which likely to absorb energy by dislocations 
generation in the surface while   phase was the strength 
and stable participation which had less distortion during 
strain increasing in room temperature. Dislocations were 
likely to nucleate and slip along the y direction in  phase. 
And coupled with the CNA in Fig. 4 b), the atoms which 
was not belong to FCC structure were nearly 7.3% in the 
whole system that demonstrate the dislocation volume. At 
the same time, some dislocations propagate and penetrate 
into the body by the slip in the plane (4 3 2) and (1 1 1). It 
was notable that, partial dislocations nucleated in the 
boundary of  and  phase which demonstrated a clear 
view of the phase discrimination (Fig. 5).  

B. The effect of orientation 
When change the lattice parameter from   

 to    of lattice orientation, we 
found the only difference with the benchmark case was that 
the dislocation slips along 45 degree directions. By 
investigating the form process, we discovered, firstly, the 
intrinsic faults in the surface were introduced by the 
dislocation slips along the [1 1 0] and  direction 
within the surface, and then, the formation of the 
dislocation line in these directions. With the cyclic loading 
continued, dislocation slip began to occur in planes of 

 and (1 1 1) and infiltrated into the grain 
center. Once the dislocation slips crossed each other in the 
body, the intrinsic stacking fault was formed with the cyclic 
load increased. By comparing the stress (Fig. 6) in the test 

 
(a)

 
(b) 

Figure 4 The CSP and CNA contour plot of  phase under 
fatigue load ratio=0 after 40ps. a) is CSP display of  phase in 
which dislocation pile-up occurs and dislocation slip along  
direction. but few dislocation in  phase b) is CNA display of  and 

 phase which shows the FCC structure is 92.7% 

 
Figure 5 dislocation slip in (4 3 2) and (1 1 1) plane which penetrate 
the grain in  phase and nucleated in the boundary of  phase 

 
(a) 

 
(b) 

Figure 6 Diagram of energy and mean stress in different case 

 
(a)  

 
 (b) 

Figure 7 The CSP and CNA contour plot of  phase under fatigue 
load ratio=0 along  directions after 40ps. a) is CSP display 
of  phase in which dislocation slip along 45  directions. But few 
dislocation in  phase b) is CNA display of  phase which 
shows the FCC structure is 94.1% 



cases, it seemed that even in the test case with dislocation 
volume fraction was similar with that in benchmark test 
case, the mean stress with the same strain was much lower 
than that in benchmark since there was few dislocations 
pile-up with the cyclic load applied. Also in the benchmark 
test case, because of the load applied was perpendicular to 
the plane of (1 1 1) which was the closest package plane in 
FCC structure and caused strain along  direction, 
then greater magnitude of stress was needed to generate the 
same strain [21].  

C. Temperature effect 
 As we know, high temperature fatigue always 

accompanies with creep behavior which caused by 
oxidization in the material surface. But, in this simulation, 
it only reflects the material subsurface microstructure 
changing. So the oxidization behavior was not included in 

this research scope. In this group test cases, with 
temperature increasing, thermal activation enhanced 
dislocations motivation, consequently, the dislocations 
became more homogeneous and dislocation density 
increased sharply. This could be shown in the last group 
test cases simulated under the elevated temperature at 600K 
and 900K separately. With the temperature increasing, the 
system became more unstable by the mean stress decreased 
because of system energy increased dramatically as Fig. 6 
a) shows. And also some defects of   phase which were 
scattered also observed in these case but not at room 
temperature. It was notable that, the dislocations and 
defects in   phase tend to pile up in the boundary of  
phase. Since the bonding energy decreases in high 
temperature which leads to atoms oscillating at a higher 
frequency and speed up, microstructure distortion became 
easier than that in room temperature. But at this situation, 
the intrinsic stacking fault was hard to form since the 
recovery mechanisms of  at very high temperature. 
From the CSA and CNA graphic (Fig. 9) at 900K, we found 
the number of crystalline defects had raised up by 
comparing the pure FCC structure (86.8%), but few of them 
piled up in the material body. The agreement with the 
experimental result (Fig. 10) of Nimonic 80A indicates 
dislocations motivation under high temperature was active 
very much. And also with the reference from the mean 
stress graph, it revealed that, to generate such same strain, 
the stress turned to be much smaller rather than other 
situations. 

V.  CONCLUSION 
From the MD simulation of Nickel alloy under different 

situations, following conclusions can be stated and it seems 
that the simulation results agreed with the experimental 
results: 

1  phase is the strengthening phase in Nickel alloy. 
During all of the simulation MD case,  phase is under few 
deformation, the PSB ladder like dislocation mostly occur 
in  phase. Dislocations tend to pile-up and penetrate into 

 phase which contribute to the fatigue crack initiation in 
Nickel alloy.  

 
(a) 

 
(b) 

Figure 8 The CSP and CNA contour plot of  phase under 
fatigue load ratio=0 during temperature 600K a) is CSP display 
of  phase b) is CNA display of  phase which shows the 
FCC structure is 91.6% 

 
(a) 

 
(b) 

Figure 9 The CSP and CNA contour plot of  phase under 
fatigue load ratio=0 during temperature 900K a) is CSP display 
of  phase b) is CNA display of  phase which shows the 
FCC structure is 86.8% 

 
Figure 10 Slip band density as a function of temperature for Nimonic 
80A tested at a plastic strain range of 0.15% [22] 



2 Dislocation slip is the main activity during PSB 
formation. The dislocation slip behavior is observed in all 
test cases. This slip activity is more related to the 
temperature which cause system bond energy decrease. 
Once intrinsic stacking fault is formed in a material, 
dislocations tend to pile up in the close package plane in 
low temperature. With temperature increased, the 
dislocation has difficult to pin up because of the recovery 
mechanisms. 

3 A different orientation have the different result of 
cyclic loading response. Simulation results indicate if the 
load is perpendicular to close package plane, dislocations 
will pile up and restrict the dislocation motivation and then 
enhance the fatigue resistance of the material. 

Because of spatial and temporal limitation of MD 
simulation, it is difficult to simulate the whole PSBs 
formation mechanism in tiny atomic structure, but with the 
periodic boundary condition, we have repeated the 
simulation and it indicates the ladder like structure is 
formed during fatigue load as on Fig. 11. Our future work 
will concentrate on the simulation of fatigue crack initiation 
within multi-crystalline nickel-base alloy and compare with 
the experimental investigation. 
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Figure 11 unit PSB formation by repeated boundary condition  
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