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Enhancing Security of TAS/MRC-Based Mixed
RF-UOWC System With Induced Underwater

Turbulence Effect
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and Imran Shafique Ansari

Abstract—Post commercial deployment of fifth-generation (5G)
technologies, the consideration of sixth-generation (6G) networks
is drawing remarkable attention from research communities. Re-
searchers suggest that similar to 5G, 6G technology must be
human-centric where high secrecy together with high data rate
will be the key features. These challenges can be easily overcome
utilizing PHY security techniques over high-frequency free-space
or underwater optical wireless communication (UOWC) technolo-
gies. But in long-distance communication, turbulence components
drastically affect the optical signals, leading to the invention of
the combination of radio-frequency (RF) links with optical links.
This article deals with the secrecy performance analysis of a mixed
RF-UOWC system where an eavesdropper tries to intercept RF
communications. RF and optical links undergo η − μ and mix-
ture exponential generalized Gamma distributions, respectively. To
keep pace with the high data rate of the optical technologies, we ex-
ploit the antenna selection scheme at the source and maximal ratio
combining diversity at the relay and eavesdropper, while the eaves-
dropper is unaware of the antenna selection scheme. We derive
closed-form expressions of average secrecy capacity, secrecy outage
probability, and probability of strictly positive secrecy capacity to
demonstrate the impacts of the system parameters on the secrecy
behavior. Finally, the expressions are corroborated via Monte Carlo
simulations.

Index Terms—Maximal-ratio-combining (MRC), physical-layer
security, secure outage probability, transmit antenna selection
(TAS), under water optics.
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I. INTRODUCTION

A. Background and Literature Study

OVER the previous decades, the emergence of underwater
activities has been perceived greatly due to its utilization

in a variety of applications, such as ecological supervision,
oil and gas management system, coastal security, and military
underwater vehicles [1], [2]. Since the conventional radio fre-
quency (RF) and acoustic wireless carriers provide a low speed
of data rate along with severe communication delays in un-
derwater communication (UWC) networks, newly, the research
community has exhibited significant attraction in alternative
options [2]. In this regard, the underwater optical wireless
communication (UOWC) system that allows a large data speed
(i.e., tens of Gb/s) at average transmission distance and is also
applicable to recent sixth-generation (6G) communications [3],
has been revealing as an optimistic technology [4]. Moreover,
evaluation of optical communication scheme beneath the water
environment has been recognized with immense acceptance as it
has advantages of secure transmission, small energy consump-
tion, as well as lower latency [5].

In recent times, most of the UOWC turbulence models have
been derived from free-space optical (FSO) communication
models. However, the effects of turbulence on FSO and UOWC
channels are quite different. The reason behind this is presence
of interference in UOWC systems due to absorption and scat-
tering [6]. So, despite the mentioned encouraging aspects of
UOWC, the absorption and scattering of optical signals created
by underwater components will affect the transmission of light
beams [7]. The authors of [8] performed a strong comparison
among possible strategies of UWC (e.g., RF, acoustic, and
optical signals) where they showed that optical technology de-
livers maximum data speed but experiences scattering as well as
absorption phenomena. The optical signal propagation in light
beams is extremely suffered by underwater turbulence (UWT)
conditions [9]. The experimental study in [10] discovered that
the larger size of air bubbles block optical light beams greatly
that may degrade the performance of UWC.

With a view to improving the performance of the UOWC
system, the multiuser diversity technique was introduced in [11]
where UWC links are subjected to a log-normal model. Includ-
ing channel impulse response and path loss in an underwater
environment, a complete structure of UOWC link was developed
in [12] while authors in [13] performed a detailed experiment
over UOWC link to investigate the effect of weak turbulence
occurred due to underwater elements. Assuming the existence
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of angular pointing errors in oceanic water, the closed-form
expression (CFE) of bit error rate (BER) was developed in [14].

Nevertheless, very little research has been conducted to model
severe turbulence impairments in water environments. Natural
turbulence that may occur due to Coriolis, tidal, and weather
systems, were studied in [15]. Interestingly, the authors revealed
that UOWC quality degrades with water temperature as well as
water salinity and improves with the source wavelength. In [16],
the performance of the multihop UOWC system was analyzed
while

Bhowal and Kshetrimayum [17] modeled a two-way relay-
based UOWC network where the influence of scattering, ab-
sorption, and turbulence scenarios on the system performance
was considered. Zhang et al. [18] implemented blue and green
laser diodes for nonorthogonal multiple access based UOWC
system to establish a high data speed network. Several encryp-
tion methods were reported in [19] and [20] over the UOWC
network that reveals the feasibility of the proposed network
under several water turbidities and shallow environments. A
recent investigation developed mixture exponential-generalized
Gamma (mEGG) distributions that characterize various UWT
conditions (i.e., air bubble levels and temperature gradients)
effectively for both salty and fresh water environments [21].

Due to limitations in UOWC caused by turbulence conditions,
a mixed dual-hop communication network through a relay node
is a feasible solution to upgrade system performance and ex-
pand the communication range [22]. In recent times, wireless
communication between airborne and underwater vehicles are
utilized in the mixed RF-UOWC technologies to establish a
high-speed communication network [23]–[26]. In [24], a mixed
RF-UOWC framework was considered to investigate the same
under different turbulence scenarios where main findings were
reported to the effect that lower level of air bubbles and temper-
ature gradients reduces scattering and absorption phenomena,
hence, enhances the system performance. Some notable research
over oceanic water environment like [25] considered hyperbolic
tangent log-normal model as UWC link to observe the impact of
pointing error in the RF-UOWC system. Analytical expressions
of average BER were developed by authors in [27] to examine
the influence of weak to severe UWT conditions in a two-hop
network. Notably, a communication system that connects satel-
lite and underwater vehicles with lower latency was investigated
in [28].

With the noteworthy growing interest in utilizing optical
technology in UWC systems, enhancement of security in the
corresponding wireless framework poses a significant threat
for next-generation communications. Interestingly, optical link
delivers a higher level of security because of its’ extremely
directional light beams [29]. However, investigation of security
in the RF-optical-based mixed system becomes challenging
since RF link can be attacked easily by malicious eavesdrop-
pers due to their broadcasting nature. As a result, considering
security concerns, physical-layer security (PLS) has been ex-
amined thoroughly in RF-UOWC and RF-FSO systems. Al-
though RF-FSO mixed system has been studied in [30]–[32],
it differs from mixed RF-UOWC system due to their vari-
ety of turbulence effects in the optical links. Several existing
works like [33]–[35] considered mixture exponential-Gamma
(mEG) distribution for the underwater links. In [33], the secrecy
performance was evaluated in terms of intercept probability
while authors showed the impact of using multiple antennas at
the relay node. Deploying amplify-and-forward (AF) relaying

technique, secrecy characteristics including RF system param-
eters and water turbulence were analyzed in [34] where RF
link experiences Nakagmi-m fading model. Authors in [35]
showed the advantages of diversity order utilizing selection
combining and maximal-ratio-combining (MRC) at receiver for
regenerative mixed RF-UOW network. They also proved that
multiple antenna diversity establishes secure communication by
increasing data speed in RF links. But mEGG distribution is the
most versatile model that also incorporates mEG scenario. As
a result, assuming mEGG model for UOWC link, Badrudduza
et al. [36] investigated the PLS and proposed the consideration
of air bubble sizes and temperature gradients in the underwater
environments being crucially important due to the enhancement
of the secrecy performance. It should be noted that [32] is
the only work that investigated PLS of RF-FSO based mixed
system with transmit antenna selection (TAS) scheme over the
RF link. Interestingly, they claimed that increasing the number
of antennas would not greatly improve the secrecy performance.

B. Motivation and Contributions

In order to meet the rapid demands for high data rates with
extreme secrecy, multiple-input–multiple-output (MIMO) chan-
nels are drawing widespread concerns of research communi-
ties. In the RF-UOWC mixed system, UW link is capable of
transmitting data at a high rate of tens of Gb/s [37] whereas,
on the other hand, data rate of RF link is significantly lower
than UW links due to bandwidth and power constraints. Despite
the fact that TAS/MRC system provides all key features of a
MIMO system accompanied by reduced cost and complexity,
the authors in [38] and [39] are the only studies that incorporate
TAS/MRC scheme in mixed RF-UOWC network. However, the
authors only evaluated system performance ignoring security
aspect of practical system. Motivated by emerging technologies
for wireless communication and in order to reduce this data-rate
mismatch, we propose a secure dual-hop RF-UOWC network in
presence of a passive eavesdropper exploiting TAS/MRC (i.e.,
MIMO) diversity at the source to relay link. Since UW link is
highly secure, eavesdroppers with multiple antennas can only
utilize another RF link for intercepting confidential data. The
RF links undergo η − μ fading whereas the UW link experiences
mEGG distribution. It may be noted, although mEGG channel
is the most generic model for UOWC link that characterizes the
turbulence scenarios effectively under all conditions [21], [40],
[41], there are limited research works that have been conducted
utilizing mEGG model within the PLS domain. Along UWT, the
pointing error is also a factor that tends to reduce the systems
capacity. Harmful effects of pointing error are also considered
in the underwater mEGG model. Note that, to the authors’ best
knowledge, this is the pioneering work that demonstrates the
impact of pointing error for evaluating the secrecy performance
over TAS/MRC-based RF-UWOC link. Hence, the main contri-
butions of this article are listed as follows.

1) At first, we derive the PDF of end-to-end dual-hop signal-
to-noise ratio (SNR) after realizing the PDF of the source
to relay SNR with TAS/MRC diversity and relay to des-
tination SNR. Since eavesdropping is passive-type, the
eavesdropper is unaware of the TAS scheme. To the
best of the authors’ knowledge, conventional works only
considered fading around RF link for the performance
evaluation [33]–[36], [42] while how TAS/MRC scheme
around RF link of a dual-hop RF-UOWC mixed network
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Fig. 1. System model incorporating the source (S), relay (R), eavesdropper
(E), and destination (D).

can enhance secrecy performance, has not been focused
yet.

2) The secrecy performance has been characterized in terms
of average secrecy capacity (ASC), secrecy outage proba-
bility (SOP), and probability of strictly positive secrecy
capacity (SPSC). As per the authors’ best knowledge,
these expressions are novel as the η − μ-mEGG based
mixed RF-UOWC system has not been reported yet in the
literature. Additionally, the proposed model unifies the
secrecy performance of a wide range of classical fading
scenarios since both η − μ fading and mEGG turbulence
models are generalized statistical models. So, the expres-
sions of performance metrics are also generalized.

3) We utilize the derived expressions of ASC, SOP, and
probability of SPSC to quantify the impact of TAS /
MRC diversity, fading, UWT (for temperature gradient
and thermally uniform fresh and salty waters), etc. The
effect of pointing error on the system performance is also
extensively studied in this article. Moreover, a comparison
between the systems with and without eavesdroppers is
also presented. Finally, all the derived expressions are
validated via Monte Carlo (MC) simulations.

C. Organization

The remainder of this article is structured as follows. Section
II describes the proposed system and channel models whereas
analytical expressions of three significant performance metrics,
e.g., ASC, SOP, and probability of SPSC are derived in Section
III. In Section IV, illustrative numerical outcomes are presented
briefly. Finally, Section V delineates the concluding remarks
followed by future scopes of our investigation.

II. SYSTEM MODEL AND PROBLEM FORMULATION

A four-node mixed RF-UOWC scenario is exhibited in Fig. 1,
where the total transmission process transpires into two-time
slots since the typical RF signal strategy is not applicable for the
UOWC. In the first time slot, a source node S (e.g., ground con-
trol and monitor station, ship, airborne), transmits the concealed
information to a relay nodeR (e.g., floating buoy) via the RF link,
whereas an unauthorized potential eavesdropper E tries to theft
away from the unrevealed stream of data from S via utilizing
the same RF link. To enhance the data speed, we assume all the
three nodes (i.e., source, eavesdropper, and receiving end of the

relay) are furnished with multiple antennas denoted as Ns, Ne,
and Nr, respectively. In the proposed model, the TAS scheme
specifies the strongest antenna that dispatches the signal with
the highest SNR to R while all other antennas remain unused
thereby ensuring the utmost spectral efficiency. Besides transmit
diversity at the source, we also assume the relay R exploits the
MRC technique to combine the received signals at Nr antennas
thereby ensuring the maximum instantaneous SNR at the relay.

Applying MRC system atR, the instantaneous SNR ofS −R
link can be expressed as

γr =
Tx

PRINR

‖hs∗,r‖2 (1)

where Tx represents transmit power of the xth (x = 1, 2 · · ·NS)
selected antenna, hs∗,r denotes channel gain between the se-
lected antenna at S and R, PR symbolizes the noise powers at
R, and INR

is an identity matrix of orderN ×N . We assumeE
is unconscious about the TAS protocol.1 Hence, implementing
MRC technique at E, the instantaneous SNR of S − E link can
be written as

γe =
Tx

PEINE

‖hs∗,e‖2 (2)

where hs∗,e represents the channel gain between S and E and
PE denotes the noise powers at E. In the second time slot, the
stipulated variable gain AF relay receives the transmitted signal
and transforms the received RF signal into optical form. Then, it
amplifies and forwards this signal to the destination nodeD (e.g.,
submarine). As a result, the instantaneous SNR of the R−D
link can be expressed as

γd =
Tr
PD

‖hr,d‖2 (3)

where Tr denotes the optical power transmitted from R, hr,d is
the channel gain of R−D link, and PD signifies the optical
noise imposed at D. It is mentioned the gain of relay operation
can be considered as η that is also incorporated within hr,d
channel gain. Applying channel state information (CSI) as-
sisted relaying technique at the relay, the received instantaneous
SNR at D for mixed RF-UOWC system can be expressed as
[43, eq. (1)]

γf =
γrγd

γr + γd + 1
∼= min {γr, γd} . (4)

A. SNR of the RF Link

We assume η-μ distribution for the S-R RF link as it can
perfectly characterize the practical nonline of sight scenarios
undergoing small scale fading [44]. The probability density
function (PDF) γr exploiting the MRC technique is expressed
as [38, eq. (2)]

fγr (x) =
2
√
π(Nrμr)

Nrμr+
1
2hNrμr

r xNrμr− 1
2

Γ(Nrμr)H
Nrμr− 1

2
r ϕ

Nrμr+
1
2

r

× e−2Nrμrhr
x
ϕr INrμr− 1

2

(
2NrμrHrx

ϕr

)
(5)

1We assume passive eavesdropping scenario, i.e., S is unaware of CSI of
the S −E link. Hence, E remains silent and S transmits information at target
secrecy rate. But R is aware of CSI of the channels corresponding to each
transmit antenna through the pilot sequence.
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where Iv(.) specifies the first kind modified bessel function with
order v [45] and ϕr denotes the average SNR of S −R link.
Here, η-μ distribution may appear in two distinct formats, for
which two complementary physical scenarios can be elucidated.
The two formats can be described in terms of hr andHr that are
given as follows.

Format I: hr =
2+η−1

r +ηr
4 and Hr =

η−1
r −ηr
4 with 0 < ηr <

∞.
Format II: hr = 1

1−η2r and Hr =
ηr

1−η2r with −1 < ηr < 1.
Here, in Format I, ηr signifies the scattered-wave power ratio

between in phase and quadrature components within each clus-
ters and in Format II, ηr defines correlation between the powers
of in-phase and quadrature scattered waves in each multipath
cluster [44].2 In both formats, μr denotes the multipath clusters
with μr > 0. However, determination of secrecy behavior uti-
lizing (5) is significantly challenging. In such a case, most of the
previous works are accomplished assuming μr to be an integer
allowing for tractable evaluation wherein (5) is expressed in an
alternative form as

fγr (x) =
hNrμr
r

HNrμr
r Γ(Nrμr)

2∑
α=1

Nrμr−1∑
β=0

Bα,βx
Nrμr−β−1e−ψαx

(6)

where B1,β = Γ(Nrμr +β)(Nrμr)
Nrμr −β(−1)β

β!Γ(Nrμr−β)4βϕNrμr−β
r Hβ

r
, B2,β =

Γ(Nrμr+β)(Nrμr)
Nrμr−β(−1)Nrμr

β!Γ(Nrμr−β)4βϕNrμr−β
r Hβ

r
, ψ1 = 2Nrμr(hr−Hr)

ϕr
, and

ψ2 = 2Nrμr(hr+Hr)
ϕr

. Now, utilizing the definition, cumulative
density function (CDF) of γr is written as

Fγr (x) =

∫ x

0

fγr (x)dx. (7)

Replacing (6) into (7) and utilizing [47, eq. (3.381.8)], Fγr (x)
is obtained as

Fγr (x) = 1− hNrμr
r

HNrμr
r Γ(Nrμr)

×
2∑

α=1

Nrμr−1∑
β=0

Nrμr−β−1∑
φ=0

Lrx
φe−ψαx (8)

where Lr =
Cα,βψ

φ
α

φ! , C1,β = (−1)βΓ(Nrμr+β)H
−β
r

β!2Nrμr+β(hr−Hr)Nrμr−β , and

C2,β = (−1)NrμrΓ(Nrμr+β)H
−β
r

β!2Nrμr+β(hr+Hr)Nrμr−β . Utilizing the order statistics
for TAS and assuming γr∗ as an ordered variable, the CDF in
(7) is finally written as

Fγr∗(x) = [Fγr (x)]
NS . (9)

Substituting (8) into (9) and performing some algebraic manip-
ulations after applying multinomial theorem, we obtain

Fγr∗(x) =
NS∑
m=0

(
NS
m

) m∑
n=0

(
m

n

) (m−n)(Nrμr−1)∑
u=0

n(Nrμr−1)∑
v=0

×Re−ϕxxu+v (10)

2It is important to mention Format II can be easily derived from Format I [46].
Therefore, without any loss of generality we assume Format I for theS −R link.

where R = V mψuψv , ϕ = (m− n)ψ1 + nψ2, V =

− hNrμr
r

HNrμr
r Γ(Nrμr)

, and ψu, ψv are expressed as

the coefficients of xu and xv in the expan-
sions of

(∑Nrμr−1
β=0

∑Nrμr−β−1
φ=0

C1,β

φ! ψ
φ
1x

φ
)m−n

and(∑Nrμr−1
β=0

∑Nrμr−β−1
φ=0

C2,β

φ! ψ
φ
2x

φ
)n

, respectively. In addition,
η−μ fading proposes generality that incorporates one-sided
Gaussian, Nakagami-m, Hoyt, and Rayleigh distributions as
special scenarios by selecting particular values of η and μ [44].

B. SNR of the UOWC Link

We consider mEGG model for the R−D link for its generic
characteristics. The PDF of γd is expressed as [48]

fγd(x) =

2∑
i=1

Mix
−1G2,0

1,2

[
Nix

Vi

∣∣∣∣ Wi

Ui,Ki
]

(11)

where N1 = 1

λAoΨ
1
r
r

, V1 = 1
r , U1 = 1, M1 = ωξ2

r , W1 = ξ2 +

1, K1 = ξ2, N2 = 1

Ac
ob

cΨ
c
r
r

, V2 = c
r , U2 = a, M2 = ξ2(1−ω)

rΓ(a) ,

W2 = ξ2

c + 1, K2 = ξ2

c , λ defines the exponentially distribu-
tion parameter, a, b, and c stand for three generalized Gamma
(GG) distribution parameters, ω denotes the mixture weight
with 0 < ω < 1, and ξ denotes the pointing error wheres Ao
is the constant related to ξ [48]. Here, ϕd is the average SNR
of R−D link that is related to electrical SNR denoted as Ψr
as defined in [49], where r denotes the detection technique
(i.e., r = 1 specifies heterodyne detection (HD) technique and
r = 2 signifies intensity modulation / direct detection (IM/DD)
technique). In [21], the values of ω, λ, a, b, and, c depending
upon various UWT (i.e., weak to severe) influenced by different
level of air bubbles, temperature gradients, and water salinity
are determined experimentally that reveals a strong agreement
with the measured data.3 [21, Table I] introduces simultaneous
impact of air bubbles corresponding to temperature gradients
that gradually generates weak, moderate, and severe turbulence
conditions. In addition, increase in air bubbles level and/or
water temperature gradients strengthens the UWT thereby raises
the scintillation index greatly. Table II in[21] presents various
turbulence scenarios along with level of air bubbles in both fresh
and salty water environments considering a thermally uniform
UOWC link.

By substituting (11) into (7), the CDF for UOWC link is
obtained as

Fγd(x) =

2∑
i=1

SiG2,1
2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]

(12)

where S1 = ωξ2 and S2 = ξ2(1−ω)
cΓ(a) .

C. SNR of the Eavesdropper Link

The eavesdropper channel (i.e., S − E link) also experiences
η − μ fading distribution, and similar toS −RRF link, the PDF

3It is noteworthy that for the case with c = 1, PDF of mEGG model takes the
form of EG model [36]. In addition, mEGG model is also equivalent to GG and
exponential distributions [21].
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of γe is expressed as [38, eq. (3)]

fγe(x) =
hNeμe
e

HNeμe
e Γ(Neμe)

2∑
δ=1

Neμe−1∑
θ=0

Dδ,θx
Neμe−θ−1e−Ωδx

(13)

where D1,θ =
Γ(Neμe+θ)(Neμe)

Neμe−θ(−1)θ

θ!Γ(Neμe−θ)4θϕNeμe−θ
e Hθ

e

, D2,θ =

Γ(Neμe+θ)(Neμe)
Neμe−θ(−1)Neμe

θ!Γ(Neμe−θ)4θϕNeμe−θ
e Hθ

e

, Ω1 = 2Neμe(he−He)
ϕe

,

Ω2 = 2Neμe(he+He)
ϕe

, and ϕe symbolizes the average SNR

of S − E link. According to the Format I, he =
2+η−1

e +ηe
4 ,

He =
η−1
e −ηe
4 , and ηe as well as μe of S − E link have same

definitions as in S −R link. According to (8), making use of
(13), Fγe is obtained as

Fγe(x) = 1− hNeμe
e

HNeμe
e Γ(Neμe)

2∑
δ=1

Neμe−1∑
θ=0

Neμe−θ−1∑
ς=0

× Lex
ςe−Ωδx (14)

where Le =
Eδ,θΩ

ς
δ

ς! , E1,θ =
(−1)θΓ(Neμe+θ)H

−θ
e

θ!2Neμe+θ(he−He)Neμe−θ , and

E2,θ =
(−1)NeμeΓ(Neμe+θ)H

−θ
e

θ!2Neμe+θ(he+He)Neμe−θ .
However, utilizing [47, eqs. (3.351.1) and (8.354.1)] and

following (7), the CDF of γe is calculated in an alternative form
as

Fγe(x) =
hNeμe
e

HNeμe
e Γ(Neμe)

2∑
δ=1

Neμe−1∑
θ=0

∞∑
z1=0

(−1)z1Ωz1δ
z1!wz

×Dδ,θx
wz (15)

where wz = Neμe − θ + z1. Note that (15) is in the form of
infinite series, it converge rapidly and steadily to accurate results
after 20 terms [50].

D. SNR of Dual Hop RF-UOWC Link

In this section, analytical expression of CDF for end-to-end
SNR of the considered mixed RF-UOWC system is demon-
strated. Since variable AF gain relaying strategy is implemented
at the relay node, CDF of γf is obtained as [51, eq. (15)]

Fγf (x) ≈ Pr {min(γr, γd) < γf}
= 1− Pr[γr > γf ]Pr[γd > γf ]

= 1− (1− Fγr (x))(1− Fγd(x))

= Fγr (x) + Fγd(x)− Fγr (x)Fγd(x). (16)

Now, substituting (10) and (12) into (16) along with some
simplifications and algebraic manipulations, the CDF of γf is

obtained as

Fγf (x) =

NS∑
m=0

(
NS
m

) m∑
n=0

(
m

n

) (m−n)(Nrμr−1)∑
u=0

n(Nrμr−1)∑
v=0

×R

(
1−

2∑
i=1

SiG2,1
2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
])

× e−ϕxxu+v +
2∑
i=1

SiG2,1
2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
.

(17)

To the best of authors’ knowledge, the developed CDF ex-
pression in (17) for mixed RF-UOWC systems is unique as
the combination of η-μ and mEGG model while considering
TAS/MRC approach are not reported in any previous works.
Moreover, both η−μ as well as mEGG channels are generalized
in nature that provides advantages of modeling several existing
scenarios as special cases.

III. OUTAGE PERFORMANCE (OP) ANALYSIS

This section demonstrates OP of the proposed model in ab-
sence of any eavesdroppers using CDF of end-to-end dual-hop
SNR as derived in (17). OP is defined as the probability of γf
falls below a prefixed threshold γth. Mathematically, OP is the
CDF of γf evaluated at γth. Hence, OP can be calculated from
(17) as

OP = Pr(γf < γth) = Fγf (γth). (18)

IV. SECRECY PERFORMANCE ANALYSIS

To investigate the PLS, three important performance metrics
(such as ASC, SOP, and probability of SPSC) are demonstrated
in this section utilizing (13)–(17).

A. ASC Analysis

ASC is one of the most significant performance metrics to
investigate secrecy characteristics of the considered RF-UOWC
system. ASC can be explained as the average of instantaneous se-
crecy rate [52]. Mathematically, ASC is defined as [53, eq. (15)]

ASC =

∫ ∞

0

Fγe(x)

1 + x

{
1− Fγf (x)

}
dx. (19)

By placing (14) and (17) into (19), analytical expression of ASC
is derived as (20), where A1, A2, A3, A4, A5, A6, A7, and A8

are the eight integral terms determined as in (20), shown at the
bottom of this page.
A1 is derived as

A1 =

∫ ∞

0

dx

1 + x
= ln(1 + z) (21)

ASC1 = A1 − hNeμe
e

HNeμe
e Γ(Neμe)

2∑
δ=1

Neμe−1∑
θ=0

Neμe−θ−1∑
ς=0

Le

(
A2 −

2∑
i=1

SiA6

)
−

2∑
i=1

SiA5 −
NS∑
m=0

(
NS
m

) m∑
n=0

(
m

n

)

×
(m−n)(Nrμr−1)∑

u=0

n(Nrμr−1)∑
v=0

R

[
A3 − hNeμe

e

HNeμe
e Γ(Neμe)

2∑
δ=1

Neμe−1∑
θ=0

Neμe−θ−1∑
ς=0

Le

(
A4 −

2∑
i=1

SiA8

)
−

2∑
i=1

SiA7

]
(20)
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where z is a very high value (→ ∞). It can be noted that although
the integration in (21) cannot be performed, we can easily
obtain values via numerical approach. With the help of identities
[54, eqs. (8.4.2.5) and (8.4.3.1)] for mathematical conversion of
terms 1

1+x and e−Ωδx into Meijer’s G function and performing
integration following [47, eq. (7.811.1)], A2 is obtained as

A2 =

∫ ∞

0

xς

1 + x
e−Ωδxdx

=

∫ ∞

0

xςG1,1
1,1

[
x

∣∣∣∣ 00
]
G1,0

0,1

[
Ωδx

∣∣∣∣−0
]
dx

=

∫ ∞

0

G1,1
1,1

[
x

∣∣∣∣ ςς
]
G1,0

0,1

[
Ωδx

∣∣∣∣−0
]
dx

= G2,1
1,2

[
Ωδ

∣∣∣∣ −ς
0,−ς

]
. (22)

Using similar identities as were utilized for A2, A3 is derived
as

A3 =

∫ ∞

0

xu+v

1 + x
e−ϕxdx

=

∫ ∞

0

xu+vG1,1
1,1

[
x

∣∣∣∣ 00
]
G1,0

0,1

[
ϕx

∣∣∣∣−0
]
dx

=

∫ ∞

0

G1,1
1,1

[
x

∣∣∣∣u+ v
u+ v

]
G1,0

0,1

[
ϕx

∣∣∣∣−0
]
dx

= G2,1
1,2

[
ϕ

∣∣∣∣ −(u+ v)
0,−(u+ v)

]
. (23)

By following similar approach of A2 and A3, A4 is obtained as

A4 =

∫ ∞

0

xu+v+ς

1 + x
e−(Ωδ+ϕ)xdx

=

∫ ∞

0

xu+v+ςG1,1
1,1

[
x

∣∣∣∣00
]
G1,0

0,1

[
(Ωδ + ϕ)x

∣∣∣∣−0
]
dx

=

∫ ∞

0

G1,1
1,1

[
x

∣∣∣∣u+ v + ς
u+ v + ς

]
G1,0

0,1

[
(Ωδ + ϕ)x

∣∣∣∣−0
]
dx

= G2,1
1,2

[
(Ωδ + ϕ)

∣∣∣∣ −(u+ v + ς)
0,−(u+ v + ς)

]
. (24)

Similar to A2, converting 1
1+x into Meijer’s G function and

performing integration with the help of [54, eq. (2.24.1.1)], A5

is derived as

A5 =

∫ ∞

0

1

1 + x
G2,1

2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=

∫ ∞

0

G1,1
1,1

[
x

∣∣∣∣ 00
]
G2,1

2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=
1

2π(Vi−1)

×G2+Vi,1+Vi

2+Vi,3+Vi

[
Ni

∣∣∣∣ 1,Δ(Vi, 0),Δ(1,Wi)
Δ(1,Ui),Δ(1,Ki),Δ(Vi, 0), 0

]
.

(25)

Utilizing the integral identities [54, eqs. (8.4.2.5) and (8.4.3.1)],
A6 is obtained as

A6 =

∫ ∞

0

xς

1 + x
e−ΩδxG2,1

2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=

∫ ∞

0

xςG1,1
1,1

[
x

∣∣∣∣ 00
]
G1,0

0,1

[
Ωδx

∣∣∣∣−0
]

×G2,1
2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx.

Now, for tractable analysis, transforming Meijer’s G functions
into Fox’sH functions utilizing [55, eq. (6.2.8)] and performing
integration by means of [56, eq. (2.3)] and [30, eq. (3)], A6 is
obtained as

A6 =

∫ ∞

0

xςH1,1
1,1

[
x

∣∣∣∣ (0, 1)(0, 1)

]
H1,0

0,1

[
Ωδx

∣∣∣∣ −
(0, 1)

]

×H2,1
2,3

[
Nix

Vi

∣∣∣∣ (1, 1), (Wi, 1)
(Ui, 1), (Ki, 1), (0, 1)

]
dx

= Ω
−(ς+1)
δ

×H1,0:1,1:2,1
1,0:1,1:2,3

[
J1
J2

∣∣∣∣ (0, 1)(0, 1)

∣∣∣∣ (1, 1), (Wi, 1)
(Ui, 1), (Ki, 1), (0, 1)

∣∣∣∣J3, J4
]

(26)

where J1 = (−ς; 1,Vi), J2 = (1;−), J3 = 1
Ωδ

, J4 = Ni

Ω
Vi
δ

,

Hm,n
p,q [.] is the Fox’s H function from [57, eq. (1.2)], and

Hx1,y1:x2,y2:x3,y3
c1,d1:c2,d2:c3,d3

[.] is termed as the extended generalized bivari-
ate Fox’sH function explained in [57, eq. (2.57)]. Approaching
with similar steps as described for A6, A7 is determined as

A7 =

∫ ∞

0

xu+v

1 + x
e−ϕxG2,1

2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=

∫ ∞

0

xu+vH1,1
1,1

[
x

∣∣∣∣ (0, 1)(0, 1)

]
H1,0

0,1

[
ϕx

∣∣∣∣ −
(0, 1)

]

×H2,1
2,3

[
Nix

Vi

∣∣∣∣ (1, 1), (Wi, 1)
(Ui, 1), (Ki, 1), (0, 1)

]
dx

= ϕ−(u+v+1)

×H1,0:1,1:2,1
1,0:1,1:2,3

[
J5
J2

∣∣∣∣ (0, 1)(0, 1)

∣∣∣∣ (1, 1), (Wi, 1)
(Ui, 1), (Ki, 1), (0, 1)

∣∣∣∣J6, J7
]

(27)

where J5 = (−u− v; 1,Vi), J6 = 1
ϕ , and J7 = Ni

ϕVi . With some
simple mathematical manipulations and according toA6 andA7,
A8 is derived as

A8 =

∫ ∞

0

xu+v+ς

1 + x
e−(Ωδ+ϕ)xG2,1

2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=

∫ ∞

0

xu+v+ςH1,1
1,1

[
x

∣∣∣∣ (0, 1)(0, 1)

]

×H1,0
0,1

[
(Ωδ + ϕ)x

∣∣∣∣ −
(0, 1)

]

×H2,1
2,3

[
Nix

Vi

∣∣∣∣ (1, 1), (Wi, 1)
(Ui, 1), (Ki, 1), (0, 1)

]
dx
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= (Ωδ + ϕ)−(u+v+ς+1)H1,0:1,1:2,1
1,0:1,1:2,3

×
[
J8
J2

∣∣∣∣ (0, 1)(0, 1)

∣∣∣∣ (1, 1), (Wi, 1)
(Ui, 1), (Ki, 1), (0, 1)

∣∣∣∣J9, J10
]

(28)

where J8 = (−u− v − ς; 1,Vi), J9 = 1
Ωδ+ϕ

, and J10 =
Ni

(Ωδ+ϕ)Vi
.

Alternatively, the analytical expression of ASC4 is also de-
rived utilizing (15) and (17). The derived closed-form of this
alternative ASC is expressed in (29), shown at the bottom of
this page, where B1, B2, B3, and B4 are the four integral terms
determined as follows:

Utilizing [47, eq.(3.194.3)], B1 is obtained as

B1 =

∫ ∞

0

xwz

1 + x
dx = B(wz + 1,−wz) (30)

where B(x, y) denotes the well-known beta function as defined
in [47]. Similar to A4, B2 is derived as

B2 =

∫ ∞

0

xu+v+wz

1 + x
e−ϕxdx

=

∫ ∞

0

xu+v+wzG1,1
1,1

[
x

∣∣∣∣ 00
]
G1,0

0,1

[
ϕx

∣∣∣∣−0
]
dx

=

∫ ∞

0

G1,1
1,1

[
x

∣∣∣∣u+ v + wz
u+ v + wz

]
G1,0

0,1

[
ϕx

∣∣∣∣−0
]
dx

= G2,1
1,2

[
ϕ

∣∣∣∣ −(u+ v + wz)
0,−(u+ v + wz)

]
. (31)

Approaching with similar steps as described for A7, B3 is
determined as

B3 =

∫ ∞

0

xu+v+wz

1 + x
e−ϕxG2,1

2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=

∫ ∞

0

xu+v+wzH1,1
1,1

[
x

∣∣∣∣ (0, 1)(0, 1)

]
H1,0

0,1

[
ϕx

∣∣∣∣ −
(0, 1)

]

×H2,1
2,3

[
Nix

Vi

∣∣∣∣ (1, 1), (Wi, 1)
(Ui, 1), (Ki, 1), (0, 1)

]
dx

= ϕ−(u+v+wz+1)H1,0:1,1:2,1
1,0:1,1:2,3

×
[
J11
J2

∣∣∣∣ (0, 1)(0, 1)

∣∣∣∣ (1, 1), (Wi, 1)
(Ui, 1), (Ki, 1), (0, 1)

∣∣∣∣J6, J7
]

(32)

4Note that in ASC1, the final expression of A1 cannot be obtained in closed-
form, and hence, we demonstrate numerical analysis to obtain the analytical
results corresponding to this particular term. We also demonstrate similar
analytical results with ASC2 by eliminating the aforementioned integration
complexity in terms of infinite series representation of lower incomplete Gamma
function while obtaining the CDF of eavesdropper channel’s SNR shown in (15).

where J11 = (−u− v − wz; 1,Vi). Similar to A2, converting
1

1+x into Meijer’s G function and performing integration with
the help of [54, eq. (2.24.1.1)], B4 is derived as

B4 =

∫ ∞

0

xwz

1 + x
G2,1

2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=

∫ ∞

0

xwzG1,1
1,1

[
x

∣∣∣∣00
]
G2,1

2,3

[
Nix

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=
1

2π(Vi−1)

×G2+Vi,1+Vi

2+Vi,3+Vi

[
Ni

∣∣∣∣ 1,Δ(Vi,−wz),Δ(1,Wi)
Δ(1,Ui),Δ(1,Ki),Δ(Vi,−wz), 0

]
.

(33)

It is noteworthy that although (29) is represented here as an
infinite series, it converges very rapidly to its accurate results
within 20 terms [50].

B. SOP Analysis

SOP is another fundamental performance metric that scruti-
nizes the secrecy behavior of a system in presence of potential
eavesdropper. It can be described as the probability at which
instantaneous secrecy capacity (Csc) downfalls than predecided
target secrecy rate (�o) [58]. So, the SOP is defined mathemat-
ically as [59, eq. (14)]

SOP = Pr {Csc ≤ �o} = Pr {γf ≤ σγe + σ − 1}

=

∫ ∞

0

Fγf (σx+ σ − 1)fγe(x)dx (35)

where σ = 2�o . Likely to [60, eq. (6)], we determine the ana-
lytical expression of lower bound SOP as

SOP ≥ SOPL = Pr {γf ≤ σγe}

=

∫ ∞

0

Fγf (σx)fγe(x)dx. (36)

By substituting (17) and (13) into (36), the expression of SOP in
closed-form is developed as (34), shown at the bottom of the

next page, where the derivation of three distinct integral terms
S1, S2, and S3 are calculated as follows.

On performing integration by means of [47, eq. (3.326.2)], S1

is derived as

S1 =

∫ ∞

0

xωB1
−1e−ωB2

xdx =
Γ(ωB1

)

(ωB2
)ωB1

(37)

where ωB1
= u+ v +Neμe − θ and ωB2

= Ωδ + σϕ. Follow-
ing similar mathematical approach as for A2 and performing
integration with the help of identity [54, eq. (2.24.1.1)], S2 is

ASC2 =
hNeμe
e

HNeμe
e Γ(Neμe)

2∑
δ=1

Neμe−1∑
θ=0

∞∑
z1=0

(−1)z1Ωz1δ
z1!wz

Dδ,θ

[
B1 −

NS∑
m=0

(
NS
m

)

×
m∑
n=0

(
m

n

) (m−n)(Nrμr−1)∑
u=0

n(Nrμr−1)∑
v=0

R

(
B2 −

2∑
i=1

SiB3

)
−

2∑
i=1

SiB4

]
(29)
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obtained as

S2 =

∫ ∞

0

xNeμe−θ−1e−ΩδxG2,1
2,3

[
Ni(xσ)

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=

∫ ∞

0

xNeμe−θ−1G1,0
0,1

[
Ωδx

∣∣∣∣−0
]

×G2,1
2,3

[
Ni(xσ)

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=
VNeμe−θ− 1

2
i

(Ωδ)Neμe−θ(2π)
Vi−1

2

×G2,1+Vi

2+Vi,3

[
Ni(σ)

Vi

(Ωδ)ViV−Vi
i

∣∣∣∣ 1, ωB3
,Δ(1,Wi)

Δ(1,Ui),Δ(1,Ki), 0

]
(38)

where ωB3
= Δ(Vi, 1−Neμe + θ). Based on S2, S3 is ob-

tained as

S3 =

∫ ∞

0

xωB1
−1e−ωB2

xG2,1
2,3

[
Ni(xσ)

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=

∫ ∞

0

xωB1
−1G1,0

0,1

[
ωB2

x

∣∣∣∣−0
]

×G2,1
2,3

[
Ni(xσ)

Vi

∣∣∣∣ 1,Wi

Ui,Ki, 0
]
dx

=
VωB1

− 1
2

i

(ωB2
)ωB1 (2π)

Vi−1

2

×G2,1+Vi

2+Vi,3

[
Ni(σ)

Vi

(ωB2
)ViV−Vi

i

∣∣∣∣ 1, ωB4
,Δ(1,Wi)

Δ(1,Ui),Δ(1,Ki), 0

]

(39)

where ωB4
= Δ(Vi, 1− ωB1

).

C. SPSC Analysis

In the wiretapped model, probability of SPSC is an essential
factor guaranteeing uninterrupted communication that is only
possible if confidentiality capability remains positive (γf > γe).
It is important to note although the CFE of SPSC can be easily
determined from SOP expression, it has a different physical
meaning that inspects the existence of Csc. Thus, probability
of SPSC can be mathematically expressed as [31, eq. (25)]

SPSC = Pr(Csc > 0) = 1− Pr {Csc ≤ 0}
= 1− SOPL (�o = 0) . (40)

With the help of (40), the probability of SPSC can be obtained.
Therefore, substituting�o = 0 in (34), the analytical expression
of probability of SPSC is finally determined as expressed in (41),
shown at the bottom of this page.

V. NUMERICAL RESULTS

For a mixed dual-hop system configuration, performance
metrics, i.e., ASC, SOP, and probability of SPSC are analyzed
graphically in this section to investigate the influence of sys-
tem parameters on the secrecy performance of the proposed
framework. In order to verify the accuracy of developed novel
expressions in (20), (29), (34), and (41), MC simulations are
performed by generating 106 independent random samples in
MATLAB and we notice a close match between analytical and
simulation results. Moreover, bivariate Fox’sH function cannot
directly be evaluated using Mathematica or Maple since there is
no built-in function for that purpose, and hence, [30, Table I] is
utilized to implement this function in Mathematica. In addition,
Format 1 is considered for the first hop while various UWT
conditions (i.e., weak to severe) that are applicable to both
fresh and salty waters under temperature gradients and thermally
uniform conditions are taken from [21, Table I,II] applicable to
the second hop.

SOPL =
hNeμe
e

HNeμe
e Γ(Neμe)

2∑
δ=1

Neμe−1∑
θ=0

Dδ,θ

[ NS∑
m=0

(
NS
m

) m∑
n=0

(
m

n

) (m−n)(Nrμr−1)∑
u=0

n(Nrμr−1)∑
v=0

Rσu+v

×
(
B1 −

2∑
i=1

SiVωB1
− 1

2

i (ωB2
)−ωB1 (2π)−(

Vi−1

2 )G2,1+Vi

2+Vi,3

[
Ni(σ)

Vi

(ωB2
)ViV−Vi

i

∣∣∣∣ 1, ωB4
,Δ(1,Wi)

Δ(1,Ui),Δ(1,Ki), 0

])

+

2∑
i=1

SiV
Neμe−θ− 1

2
i

(2π)
Vi−1

2

(Ωδ)
−(Neμe−θ)G2,1+Vi

2+Vi,3

[
Ni(σ)

Vi

(Ωδ)ViV−Vi
i

∣∣∣∣ 1, ωB3
,Δ(1,Wi)

Δ(1,Ui),Δ(1,Ki), 0

] ]
(34)

SPSC = 1− hNeμe
e

HNeμe
e Γ(Neμe)

2∑
δ=1

Neμe−1∑
θ=0

Dδ,θ

[ NS∑
m=0

(
NS
m

) m∑
n=0

(
m

n

) (m−n)(Nrμr−1)∑
u=0

n(Nrμr−1)∑
v=0

R

(
Γ(ωB1

)(ωB2
)−ωB1

−
2∑
i=1

Si VωB1
− 1

2

i

(ωB2
)ωB1

(2π)−(
Vi−1

2 )G2,1+Vi

2+Vi,3

[
Ni

(ωB2
)ViV−Vi

i

∣∣∣∣ 1, ωB4
,Δ(1,Wi)

Δ(1,Ui),Δ(1,Ki), 0

])
−

2∑
i=1

Si VNeμe−θ− 1
2

i

(Ωδ)Neμe−θ(2π)
Vi−1

2

×G2,1+Vi

2+Vi,3

[
Ni

(Ωδ)ViV−Vi
i

∣∣∣∣ 1, ωB3
,Δ(1,Wi)

Δ(1,Ui),Δ(1,Ki), 0

] ]
(41)
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Fig. 2. ASC1 versus Ψr for selected values of Ns with Nr = Ne = 2, ηr =
ηe = 2.2, μr = μe = 2, h = 2.4, l = 0.05, r = 1, and ϕr = ϕe = 0 dB in
temperature gradient water.

Fig. 3. SOP versusϕr for selected values ofh, l, andNr withNs = Ne = 1,
ηr = ηe = 2.2, μr = μe = 2, r = 1, ϕe = 0 dB, ϕd = 15 dB, and �o =
0.01 bits/s/Hz in temperature gradient water.

In Fig. 2, ASC is plotted as a function of Ψr for different
numbers of Ns. Here, the main goal is to inspect the influence
of transmit antennas on the secrecy performance for selected
values ofNs. It can be observed clearly that ASC proportionally
increases with an increase of Ns. It is as expected because
an increase in Ns increases the probability of obtaining the
strongest transmit signal (i.e., signal with highest SNR among
Ns antennas) from source as testified in [38].

The impact ofNr andNe under various turbulence conditions
for thermally uniform scenarios are demonstrated in Figs. 3 and
4, respectively, where SOP is plotted against ϕr for a particular
number of Ns. Fig. 3 demonstrates that larger the value of Nr,
lower the SOP is. It happens because the MRC diversity atR im-
proves theS −R link significantly, which helps to attain a better
SOP performance. On the other hand, Fig. 4 reveals that SOP
performance with a lowerNe is superior to that of a higher one.
This is expected due to the fact that increasing Ne strengthens
the S − E link by enhancing receive diversity at E. Notably, an
SOP floor is visible in the figures because the system’s secrecy

Fig. 4. SOP versusϕr for selected values ofh, l, andNe withNs = Nr = 1,
ηr = ηe = 2.2, μr = μe = 2, r = 1, ϕe = 0 dB, ϕd = 15 dB, and �o =
0.01 bits/s/Hz in temperature gradient water.

Fig. 5. SOP versus ϕe for selected values of h, l, and r with Ns = Nr =
Ne = 1, ηr = ηe = 2.2, μr = μe = 2, ϕr = 0 dB, ϕd = 15 dB, and �o =
0.01 bits/s/Hz in thermally uniform fresh water.

performance is always dominated by the RF link (first hop).
Moreover, it is important to mention that as the UWT scenario
gets severe (i.e., weaker to strong conditions with an increase
of air bubbles level and temperature gradients in UOWC link),
secrecy characteristics get degraded significantly. Similar results
are demonstrated in [21] that validates our analysis.

Fig. 5 presents SOP versus ϕe under various turbulence
scenarios in the case of a thermally uniform and freshwater
environment.

It is observed that SOP increases with an increase in UWT.
It is because with an increase of air bubble levels, the received
signal experiences strong fluctuations that lead to an increased
scintillation index and a degraded SOP performance. In ad-
dition, as expected, the HD technique enhances the secrecy
performance of the UOWC link more significantly relative to
IM/DD technique that clearly indicates that the HD technique
has a better capability to overcome UWT than IM/DD technique.
Authors in [24] also demonstrated some numerical outcomes re-
garding detection techniques similar to the proposed model that
strengthen this analysis. Moreover, close agreement between
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Fig. 6. SOP versus ϕd for selected values of h with Ns = Nr = Ne = 2,
ηr = ηe = 2.2, μr = μe = 2, r = 2, ϕr = 20 dB, ϕe = 0 dB, and �o =
0.01 bits/s/Hz in thermally uniform water.

Fig. 7. SOP versus ϕr for selected values of h, l, and ξ with Ns = Nr =
Ne = 2, ηr = ηe = 2.2, μr = μe = 2, r = 1, ϕe = 0 dB, ϕd = 25 dB, and
�o = 0.01 bits/s/Hz in temperature gradient water.

analytical and simulation results proves the accuracy and validity
of the derived CFEs.

Besides air bubble levels and temperature gradients, salinity
also induces turbulence in the UOWC link. This phenomenon
is demonstrated in Fig. 6 by depicting SOP as a function of ϕd
with various levels of air bubbles under uniform temperature.

We can observe that fresh waters demonstrate better SOP
performance relative to salty water. But the impact of water
salinity is less severe than the impacts of air bubbles. Similar
outcomes were also reported in [21].

In Fig. 7, the SOP is demonstrated as a function of ϕr with a
view of observing impacts of pointing error under temperature
gradient water. It can be noted that higher the pointing error (i.e.,
lower ξ), lower the secrecy performance (i.e., higher SOP). This
is because higher ξ signifies pronounced pointing accuracy [48].

Fig. 8 presents SPSC versus ϕr while Figs. 9 and 10 demon-
strates ASC versus ϕr to quantify influences of RF fading
parameters.

It is observed that due to the increase of ηr and μr, a better
secrecy behavior of the proposed scenario is exhibited. This

Fig. 8. SPSC versus ϕr for selected values of ηr and ηe with Ns = Nr =
Ne = 2, μr = μe = 2, h = 2.4, l = 0.20, r = 2, and ϕe = 12 dB in temper-
ature gradient waters.

Fig. 9. ASC2 versus ϕr for selected values of μr with Ns = Nr = Ne = 2,
ηr = ηe = 2.2, μe = 2, h = 2.4, l = 0.05, ξ = 5.7, r = 1, and ϕd = 15 dB
in temperature gradient water.

performance is desired because the fading severity of the S −R
link decreases with ηr and μr. On the other hand, the higher the
value of ηe and μe, the larger is the possibility of eavesdropping
since in such a case the wiretap link will be strengthened. The
same sort of results is also observed in [38]. It can also be noted
that both expressions of ASC, i.e., ASC1 and ASC2 yields the
same results.

Fig. 11 describes the difference between system performances
of two cases (i.e., with and without eavesdropping scenarios). It
is evident that in absence of any potential eavesdroppers, we need
to transmit at a rate greater than γth. But PLS technique assumes
a secrecy rate Csc (i.e., the rate at which the eavesdroppers are
unable to decode the transmitted data) that is defined as the
difference between capacity of main and eavesdropper channels
and always less than main channel capacity. Hence, in the passive
eavesdropping scenario, for same prefixed SNR threshold (i.e.,
γth = �o), OP deteriorates relative to that of without eavesdrop-
ping case.
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Fig. 10. ASC1 and ASC2 versus ϕr for selected values of μe with Ns =
1, Nr = Ne = 2, ηr = ηe = 2.2, μr = 2, h = 16.5, l = 0.22, r = 2, and
ϕd = 15 dB in temperature gradient water.

Fig. 11. OP versus ϕr for selected values of h, l, and ξ with Ns = Nr =
Ne = 2, ηr = ηe = 2.2, μr = μe = 2, r = 1, ϕe = 10 dB, ϕd = 25 dB,
and �o = 0.01 bits/s/Hz in temperature gradient water.

In Fig. 12, the impact of target secrecy rate on secure OP is
demonstrated wherein SOP is plotted against ϕr. It is noted that
increase in �o increases the probability of Csc dropping below
�o leading to a degraded secrecy performance, as demonstrated
in [31].

VI. CONCLUSION

In this article, we have investigated the secrecy behavior of
a variable gain AF relying based RF-UOWC mixed network
where fading, TAS/MRC diversity scheme, and various UWT
conditions due to the salty and fresh waters under temperature
gradients and thermally uniform underwater environments are
taken into consideration. However, assuming all RF and UOWC
links are subjected to η−μ and mEGG models, respectively,
analytical expressions of ASC, SOP, and probability of SPSC are
derived in closed-form and then validated via MC simulation.
Numerical results reveal that although UWT deteriorates the
security performance of the proposed model, it can be signifi-
cantly enhanced by exploiting TAS/MRC scheme at the main RF

Fig. 12. SOP versus ϕr for selected values of �o with Ns = Nr = Ne =
2, ηr = ηe = 2.2, μr = μe = 2, h = 4.7, l = 0.05, r = 1, ϕe = 0 dB, and
ϕd = 25 dB in temperature gradient water.

link. It is also noteworthy that the HD technique can overcome
UWT with better security compared to IM/DD technique.

REFERENCES

[1] Z. Zeng, S. Fu, H. Zhang, Y. Dong, and J. Cheng, “A survey of underwater
optical wireless communications,” IEEE Commun. Surv. Tut., vol. 19, no. 1,
pp. 204–238, Jan.–Mar. 2016.

[2] H. Kaushal and G. Kaddoum, “Underwater optical wireless communica-
tion,” IEEE Access, vol. 4, pp. 1518–1547, 2016.

[3] S. Dang, O. Amin, B. Shihada, and M.-S. Alouini, “What should 6G be?,”
Nature Electron., vol. 3, no. 1, pp. 20–29, 2020.

[4] C. Gabriel, M.-A. Khalighi, S. Bourennane, P. Léon, and V. Rigaud,
“Monte-Carlo-based channel characterization for underwater optical com-
munication systems,” J. Opt. Commun. Netw., vol. 5, no. 1, pp. 1–12, 2013.

[5] M.-A. Khalighi, C. Gabriel, T. Hamza, S. Bourennane, P. Leon, and V.
Rigaud, “Underwater wireless optical communication: Recent advances
and remaining challenges,” in Proc. 16th Int. Conf. Transparent Opt. Netw.,
2014, pp. 1–4.

[6] H. Zhang, J. Cheng, Z. Wang, and Y. Dong, “On the capacity of buoy-based
mimo systems for underwater optical wireless links with turbulence,” in
Proc. IEEE Int. Conf. Commun., 2018, pp. 1–6.

[7] V. Guerra, J. Rabadan, R. Perez-Jimenez, and J. Rufo, “Effect of absorbing
and non-diffracting particles in UWOC links,” IET Optoelectron., vol. 11,
no. 5, pp. 176–179, 2017.

[8] Z. Zeng, “A survey of underwater wireless optical communication,” Ph.D.
dissertation, Dept. School (Okanagan) Eng., Univ. British Columbia,
Canada, Vancouver, BC, Canada, 2015.

[9] M. V. Jamali et al., “Statistical distribution of intensity fluctuations for
underwater wireless optical channels in the presence of air bubbles,” in
Proc. IEEE Iran Workshop Commun. Inf. Theory, 2016, pp. 1–6.

[10] H. M. Oubei et al., “Performance evaluation of underwater wireless optical
communications links in the presence of different air bubble populations,”
IEEE Photon. J., vol. 9, no. 2, pp. 1–9, Apr. 2017.

[11] W. Pang et al., “Performance investigation of UWOC system with mul-
tiuser diversity scheduling schemes in oceanic turbulence channels,” Opt.
Commun., vol. 441, pp. 138–148, 2019.

[12] R. Boluda-Ruiz, P. Rico-Pinazo, B. Castillo-Vázquez, A. García-
Zambrana, and K. Qaraqe, “Impulse response modeling of underwater
optical scattering channels for wireless communication,” IEEE Photon. J.,
vol. 12, no. 4, pp. 1–14, Aug. 2020.

[13] H. M. Oubei et al., “Simple statistical channel model for weak temperature-
induced turbulence in underwater wireless optical communication sys-
tems,” Opt. Lett., vol. 42, no. 13, pp. 2455–2458, 2017.

[14] R. Boluda-Ruiz, A. García-Zambrana, B. Castillo-Vázquez, and S.
Hranilovic, “Impact of angular pointing error on ber performance of under-
water optical wireless links,” Opt. Exp., vol. 28, no. 23, pp. 34 606–34 622,
2020.



IBRAHIM et al.: ENHANCING SECURITY OF TAS/MRC-BASED MIXED RF-UOWC SYSTEM WITH INDUCED UNDERWATER TURBULENCE EFFECT 5595

[15] Y. Ata, J. Yao, and O. Korotkova, “BER variation of an optical wire-
less communication system in underwater turbulent medium with any
temperature and salinity concentration,” Opt. Commun., vol. 485, 2021,
Art. no. 126751.

[16] M. V. Jamali, A. Chizari, and J. A. Salehi, “Performance analysis of multi-
hop underwater wireless optical communication systems,” IEEE Photon.
Technol. Lett., vol. 29, no. 5, pp. 462–465, Mar. 2017.

[17] A. Bhowal and R. S. Kshetrimayum, “Performance analysis of one-and
two-way relays for underwater optical wireless communications,” OSA
Continuum, vol. 1, no. 4, pp. 1400–1413, 2018.

[18] L. Zhang et al., “Towards a 20 Gbps multi-user bubble turbulent NOMA
UOWC system with green and blue polarization multiplexing,” Opt. Exp.,
vol. 28, no. 21, pp. 31 796–31 807, 2020.

[19] J. Du et al., “Experimental demonstration of 50-m/5-Gbps underwater
optical wireless communication with low-complexity chaotic encryption,”
Opt. Exp., vol. 29, no. 2, pp. 783–796, 2021.

[20] X. Wang, M. Zhang, H. Zhou, and X. Ren, “Performance analysis and
design considerations of the shallow underwater optical wireless com-
munication system with solar noises utilizing a photon tracing-based
simulation platform,” Electronics, vol. 10, no. 5, pp. 632–647, 2021.

[21] E. Zedini, H. M. Oubei, A. Kammoun, M. Hamdi, B. S. Ooi, and M.-S.
Alouini, “Unified statistical channel model for turbulence-induced fading
in underwater wireless optical communication systems,” IEEE Trans.
Commun., vol. 67, no. 4, pp. 2893–2907, Apr. 2019.

[22] I. S. Ansari, “On the performance of free-space optical systems over
generalized atmospheric turbulence channels with pointing errors,” Ph.D.
dissertation, Dept. Comp., Elect., Math. Sci., Eng. (CEMSE) Division,
King Abdullah Univ. Sci. Technol., Thuwal, Saudia Arabia, 2015.

[23] S. Li, L. Yang, D. B. da Costa, J. Zhang, and M.-S. Alouini, “Performance
analysis of mixed RF-UWOC dual-hop transmission systems,” IEEE
Trans. Veh. Technol., vol. 69, no. 11, pp. 14 043–14 048, Nov. 2020.

[24] H. Lei, Y. Zhang, K.-H. Park, I. S. Ansari, G. Pan, and M.-S. Alouini,
“Performance analysis of dual-hop RF-UWOC systems,” IEEE Photon.
J., vol. 12, no. 2, pp. 1–15, Apr. 2020.

[25] P. N. Ramavath, S. A. Udupi, and P. Krishnan, “Co-operative RF-UWOC
link performance over hyperbolic tangent log-normal distribution channel
with pointing errors,” Opt. Commun., vol. 469, 2020, Art. no. 125774.

[26] F. S. Al-Qahtani, A. H. A. El-Malek, I. S. Ansari, R. M. Radaydeh, and S.
A. Zummo, “Outage analysis of mixed underlay cognitive RF MIMO and
FSO relaying with interference reduction,” IEEE Photon. J., vol. 9, no. 2,
pp. 1–22, Apr. 2017.

[27] S. Anees and R. Deka, “On the performance of DF based dual-hop mixed
RF/UWOC system,” in Proc. IEEE 89th Veh. Technol. Conf., 2019, pp. 1–5.

[28] A. Gupta, N. Sharma, P. Garg, D. N. K. Jayakody, C. Y. Aleksandrovich,
and J. Li, “Asymmetric satellite-underwater visible light communication
system for oceanic monitoring,” IEEE Access, vol. 7, pp. 133 342–133 350,
2019.

[29] Y. Lou, R. Sun, J. Cheng, D. Nie, and G. Qiao, “Secrecy outage analysis of
two-hop decode-and-forward mixed RF/UWOC systems,” IEEE Commun.
Lett., to be published, doi: 10.1109/LCOMM.2021.3058988.

[30] H. Lei, I. S. Ansari, G. Pan, B. Alomair, and M.-S. Alouini, “Secrecy
capacity analysis over α− μ fading channels,” IEEE Commun. Lett.,
vol. 21, no. 6, pp. 1445–1448, Jun. 2017.

[31] S. H. Islam et al., “On secrecy performance of mixed Generalized Gamma
and Málaga RF-FSO variable gain relaying channel,” IEEE Access, vol. 8,
pp. 104127–104138, 2020.

[32] H. Lei et al., “On secure mixed RF-FSO systems with TAS and imperfect
CSI,” IEEE Trans. Commun., vol. 68, no. 7, pp. 4461–4475, Jul. 2020.

[33] E. Illi, F. El Bouanani, D. B. da Costa, F. Ayoub, and U. S. Dias, “On the
secrecy performance of mixed RF/UOW communication system,” in Proc.
IEEE Globecom Workshops, 2018, pp. 1–6.

[34] E. Illi, F. El Bouanani, D. B. Da Costa, F. Ayoub, and U. S. Dias, “Dual-hop
mixed RF-UOW communication system: A PHY security analysis,” IEEE
Access, vol. 6, pp. 55 345–55 360, 2018.

[35] E. Illi et al., “Physical layer security of a dual-hop regenerative mixed
RF/UOW system,” IEEE Trans. Sustain. Comput., vol. 6, no. 1, pp. 90–104,
Jan.–Mar. 2021.

[36] A. Badrudduza et al., “Security at the physical layer over GG fading
and mEGG turbulence induced RF-UOWC mixed system,” IEEE Access,
vol. 9, pp. 18 123–18 136, 2021.

[37] C.-Y. Li et al., “16 Gb/s PAM4 UWOC system based on 488-nm LD with
light injection and optoelectronic feedback techniques,” Opt. Exp., vol. 25,
no. 10, pp. 11598–11 605, 2017.

[38] L. Yang, M. O. Hasna, and I. S. Ansari, “Physical layer security for
TAS/MRC systems with and without co-channel interference over η − μ
fading channels,” IEEE Trans. Veh. Technol., vol. 67, no. 12, pp. 12 421–
12 426, Dec. 2018.

[39] I. S. Ansari, L. Jan, Y. Tang, L. Yang, and H. Zafar, “Outage and error
analysis of dual-hop TAS/MRC MIMO RF-UOWC systems,” IEEE Trans.
Veh. Technol., 2021, vol. 70, no. 10, pp. 10093–10104, Oct. 2021.

[40] I. S. Ansari, “Composite and cascaded generalized-K fading channel
modeling and their diversity and performance analysis,” Ph.D. dissertation,
Dept. Comp., Elect., Math. Sci., Eng. (CEMSE) Division, King Abdullah
Univ. Sci. Technol., Thuwal, Saudia Arabia, 2010.

[41] I. S. Ansari and M. Alouini, “Asymptotic ergodic capacity analysis of com-
posite lognormal shadowed channels,” in Proc. IEEE 81st Veh. Technol.
Conf., 2015, pp. 1–5.

[42] E. Illi, F. E. Bouanani, and F. Ayoub, “Physical layer security of an amplify-
and-forward energy harvesting-based mixed RF/UOW system,” in Proc.
Int. Conf. Adv. Commun. Technol. Netw., 2019, pp. 1–8.

[43] N. A. Sarker et al., “Secrecy performance analysis of mixed hyper-Gamma
and Gamma-Gamma cooperative relaying system,” IEEE Access, vol. 8,
pp. 131 273–131 285, 2020.

[44] M. D. Yacoub, “The κ-μ distribution and the η-μ distribution,” IEEE
Antennas Propag. Mag., vol. 49, no. 1, pp. 68–81, Feb. 2007.

[45] G. N. Watson, A Treatise on the Theory of Bessel Functions. Cambridge,
U.K.: Cambridge Univ. Press, 1995.

[46] K. P. Peppas, G. C. Alexandropoulos, and P. T. Mathiopoulos, “Perfor-
mance analysis of dual-hop AF relaying systems over mixed η-μ and κ- μ
fading channels,” IEEE Trans. Veh. Technol., vol. 62, no. 7, pp. 3149–3163,
Sep. 2013.

[47] A. Jeffrey and D. Zwillinger, Table of Integrals, Series, and Products. New
York, NY, USA: Elsevier, 2007.

[48] S. Li, L. Yang, D. B. Da Costa, and S. Yu, “Performance analysis of UAV-
based mixed RF-UWOC transmission systems,” IEEE Trans. Commun.,
vol. 69, no. 8, pp. 5559–5572, Aug. 2021.

[49] L. Yang, Q. Zhu, S. Li, I. S. Ansari, and S. Yu, “On the performance
of mixed FSO-UWOC dual-hop transmission systems,” IEEE Wireless
Commun. Lett., vol. 10, no. 9, pp. 2041–2045, Sep. 2021.

[50] G. Jameson, “The incomplete gamma functions,” Math. Gazette, vol. 100,
no. 548, pp. 298–306, 2016.

[51] K. O. Odeyemi and P. A. Owolawi, “’Impact of non-zero boresight pointing
errors on multiuser mixed RF/FSO system under best user selection
scheme,” Int. J. Microw. Opt. Technol, vol. 14, no. 3, pp. 210–222, 2019.

[52] N. H. Juel et al., “Secrecy performance analysis of mixed α− μ and ex-
ponentiated weibull RF-FSO cooperative relaying system,” IEEE Access,
vol. 9, pp. 72342–72356, 2021.

[53] L. Wang, M. Elkashlan, J. Huang, R. Schober, and R. K. Mallik, “Secure
transmission with antenna selection in MIMO Nakagami-m fading chan-
nels,” IEEE Trans. Wireless Commun., vol. 13, no. 11, pp. 6054–6067,
Nov. 2014.

[54] A. Prudnikov, Y. Brychkov, and O. Marichev, Integrals and Series: More
Special Functions, vol. 3. New York, NY, USA: Gordon And Breach, 1992.

[55] M. D. Springer, The Algebra of Random Variables. New York, NY, USA:
Wiley, Apr. 1979.

[56] P. Mittal and K. Gupta, “An integral involving generalized function of two
variables,” in Proc. Indian Acad. Sci.-Sec. A, 1972, vol. 75, pp. 117–123.

[57] A. M. Mathai, R. K. Saxena, and H. J. Haubold, The H-Function: Theory
and Applications. Berlin, Germany: Springer, 2009.

[58] A. D. Wyner, “The wire-tap channel,” Bell Syst. Tech. J., vol. 54, no. 8,
pp. 1355–1387, 1975.

[59] H. Lei et al., “Performance analysis of physical layer security over
Generalized-k fading channels using a mixture Gamma distribution,” IEEE
Commun. Lett., vol. 20, no. 2, pp. 408–411, Feb. 2016.

[60] H. Lei, C. Gao, Y. Guo, and G. Pan, “On physical layer security over
generalized gamma fading channels,” IEEE Commun. Lett., vol. 19, no. 7,
pp. 1257–1260, Jul. 2015.

https://dx.doi.org/10.1109/LCOMM.2021.3058988


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /Algerian
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /BaskOldFace
    /Batang
    /Bauhaus93
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BodoniMTPosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /BritannicBold
    /Broadway
    /BrushScriptMT
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /Centaur
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /Chiller-Regular
    /ColonnaMT
    /ComicSansMS
    /ComicSansMS-Bold
    /CooperBlack
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /EstrangeloEdessa
    /FootlightMTLight
    /FreestyleScript-Regular
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Impact
    /InformalRoman-Regular
    /Jokerman-Regular
    /JuiceITC-Regular
    /KristenITC-Regular
    /KuenstlerScript-Black
    /KuenstlerScript-Medium
    /KuenstlerScript-TwoBold
    /KunstlerScript
    /LatinWide
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSansUnicode
    /Magneto-Bold
    /MaturaMTScriptCapitals
    /MediciScriptLTStd
    /MicrosoftSansSerif
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MS-Mincho
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NuptialScript
    /OldEnglishTextMT
    /Onyx
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Parchment-Regular
    /Playbill
    /PMingLiU
    /PoorRichard-Regular
    /Ravie
    /ShowcardGothic-Reg
    /SimSun
    /SnapITC-Regular
    /Stencil
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /TempusSansITC
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanMTStd
    /TimesNewRomanMTStd-Bold
    /TimesNewRomanMTStd-BoldCond
    /TimesNewRomanMTStd-BoldIt
    /TimesNewRomanMTStd-Cond
    /TimesNewRomanMTStd-CondIt
    /TimesNewRomanMTStd-Italic
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VinerHandITC
    /Vivaldii
    /VladimirScript
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZapfChanceryStd-Demi
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 900
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00111
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 1200
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00083
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00063
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create PDFs that match the "Suggested"  settings for PDF Specification 4.0)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


